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While the RoadTest is mainly concerned with the Rohde & Schwarz RTM3004 oscilloscope, it would be remiss
of me to only focus on that particular unit, seeing as test equipment purchases are often a “big ticket” item
where it may pay to shop around, especially as needs and applications vary.

As a result, | spent some time looking around the major suppliers (including Rohde & Schwarz, Tektronix,
Keysight, Teledyne LeCroy and Rigol) to see what was on offer. The criteria that needed to be met was a four-
channel unit with 1Ghz bandwidth (upgradeable or base) as a minimum. The majority of the units compared also
offered mixed-signal oscilloscope (MSO) features either as an option or included in their base configuration. A
few key criteria were compared in a table, colour-coded to “group” attributes into different levels of performance.

Disclaimer: Such a comparison cannot take into account all possible specifications and only considers “on-
paper” specifications as claimed by the manufacturer. Furthermore, the comparison only focuses on a limited
number of key parameters and is provided in good faith. No warranties are provided on this data, as errors
and omissions could be present. | cannot be held liable for any damages howsoever caused. Users are
encouraged to do their own research prior to purchasing - at this level, it's likely that prospective purchasers
may have a particular application in mind and it may be advisable to contact a Field Applications Engineer to

discuss their requirements.

Comparing the Contenders

The full table is provided as a PDF attachment to this post. For viewing convenience, it has also been “sliced”
into more digestible pieces for review.

We begin by comparing Rohde & Schwarz’s offerings in this class, which include the RTM3004 (the RoadTest
device), RTA4004, RTE1104 and RTO2014 in ascending order of price.
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Rohde & Schwarz RTM3004

Rohde & Schwarz RTA4004

Rohde & Schwarz RTE1104

Rohde & Schwarz RT02014

8 bits (>7 bits effective) or

8 bits (>7 bits effective) or

Bit: 10 bit 10 bit
it s s 16 bits with RTE-K17 up to 2.5GSa/s 16 bits with RTO-K17 up to 56Sa/s
Input Sensitivity 0.5mV 0.5mV 0.5mV imV
Max Sample Rate 5GSa/s 5GSa/s 5GSa/s 10GSa/s
100Mpts (200Mpt
Memory Depth 40Mpts (400M with RTM-K15) int'::e(ave o pts 50Mpts 50Mpts (up to 1Gpts all channels with RTO-8110)
S Yes (with RTM-K15) Yes Yes Yes

Wim Update Rate 64000 (700000 with RTMK15) 64000 1000000 1000000

Digital Channels

16 (with RTM-B1)

16 (with RTA-B1)

16 (with RTE-B1)

16 (with RTO-B1)

Digital Frequency

400Mhz

400Mhz

400Mhz

400Mhz

Trigger Types

Edge, Width, Timeout, Video,
Pattern, Runt, Rise/Fall Time, Serial
Bus, External

Edge, Width, Timeout,
Video, Pattern, Runt,
Rise/Fall Time, Serial Bus,
External

Edge, Glitch, Width, Runt, Window,
Timeout, Interval, Slew Rate, Data2clock,
Pattern, State, Serial Pattern, TV/Video,
Line, Sequence, Serial, External

Edge, Glitch, Width, Runt, Window, Timeout, Interval, Slew
Rate, Data2clock, Pattern, State, Serial Pattern, TV/Video,
Qualification, Sequence, Zone, Serial, NFC, CDR, External

Protocol Decoding

12C, SPI, UART, CAN, LIN,
125/UJ/RJ/TDM Audio, MIL-STD-
1553, ARINC 429 (optional)

12C, SPI, UART, CAN, LIN,
125/U/RJ/TDM Audio, MIL-
STD-1553, ARINC 429

12C, SPI, UART, CAN, LIN, FlexRay,

125/U/RJ/TDM Audio, MIL-1553, ARINC 429,
Ethernet, CAN-FD, SENT, Manchester/NRZ,
MDIO, 100BASE-T1, USB 1.0/1.1/2.0/HSIC,

12€, SPI, UART, CAN, LIN, FlexRay, 125/U/RI/TDM Audio, MIL
1553, ARINC 429, Ethernet, CAN-FD, SENT, MIPI RFFE, D-
PHY, Manchester/NRZ, 8b10b, MDIO, 100BASE-T1, USB

1.0/1.1/2.0/HSIC, USB 3.1 Gen 1, USB-PD, USB-SSIC,

(optional) USB-PD, Space\Wire, CXPI (optional) SpaceWire, PCle 1.1/2.0, CXPI (optional)
DC Gain Accuracy 1.5to 3% 1to2.5% 1.5t0 2% 1.5t0 2%
Channel Isolation >50dB >50dB >50dB >60dB
Screen Size 10.1" 10.1" 10.4" 12.1"
Screen Resolution 1280x800 1280x800 1024x768 1280x800
Screen Type Capacitive Touch Capacitive Touch Touch Capacitive Touch

Price (1Ghz, 4ch, no MDQ)

~$14,755 (Newark)

~$17,055 (Newark)

~$19,305 (Newark)

~$21,185 (Newark)

Included Features

Digital Voltmeter, Frequency
Counter, Mask Testing, Annotation

Digital Voltmeter,
Frequency Counter, Mask
Testing

Mask Testing

Mask Testing

Other "Optional” Features

Spectrum Analyser, Arbritary
Waveform Generator, Power
Analysis

Arbitrary Waveform
Generator, Spectrum
Analysis, Power Analysis

Arbitrary Waveform Generator, GPIB
Interface, High Definition Mode, Spectrum
Analysis, Power Analysis

0OCXO0, Arbitrary Waveform Generator, GPIB Interface, High
Definition Mode, Jitter Analysis, Clock Data Recovery,
Spectrum Analysis, Zone Trigger, Power Analysis,
Deembedding, Automated Compliance Test Solutions,
ScopeSuite, 1/Q software interface, Vector Signal Explorer,
Pulse Measurements, Analog Modulation Analysis, Vector
Signal Analysis, GSM/3GPP FDD Measurements, |EEE
802.11a/b/g/n/ac/p Measurements, EUTRA/LTE FDD/LTE-
A/MIMO UL&DL Measurement Application, OFDM

The RTM3004 represents Rohde & Schwarz’s lowest-priced offering in the 1Ghz 4-channel category, but despite
this, it seems to offer quite a competitive specification nearly matching the more-expensive RTA4004. The

key stand-out features include 10-bit resolution on input channels, input sensitivity of 0.5mV/div, >50dB

of channel-to-channel isolation, a 1280x800 10.1” capacitive touch screen and optional 16 digital channels
supporting up to 400Mhz which distinguish the RTM3004 (and most other R&S oscilloscopes more generally
speaking) from the competition.

The maximum sample rate is quite acceptable at 5GSa/s, as is the DC gain accuracy of 1.5 to 3%. It’s also nice
to see the inbuilt applications of a digital voltmeter, trigger counter, mask testing and annotation.

The default memory depth of 40Mpts in non-segmented mode and a waveform update rate of 64,000 per

second are a little lacking by comparison. This can be vastly improved through the RTM-K15 option which
pushes the memory up to 400Mpts with fast segmentation and a waveform update rate up to 700,000 per
second, although at additional cost. Various serial protocol decode options are available, although notably
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fewer than with the RTE1104 or RTO2014. Further to this, spectrum analyser, arbitrary waveform generator
and power analysis options are also available.

By comparison, the RTA4004 mainly offers a better DC Gain Accuracy specification and a larger memory

with segmentation by default but doesn’t otherwise differ significantly from the RTM3004. The RTE1104 and
RT02014 are 8-bit by default but can offer higher 16-bit resolution with an optional add-on, although their
memory depth is somewhat limited by default. Where they excel is in the number of protocol decode options,
especially with the RTO2014 which also has automated compliance test options available. The RT02014 also
has even deeper memory options, a larger 12.1” screen and better channel-to-channel isolation. That being
said, the RTO2014 is noticeably more expensive and the RTE1104 has an inferior screen when it comes to

resolution.

In all, it seems the RTM3004 is a good value-for-money option within the Rohde & Schwarz line-up. Let's see

how this compares with the competition.

Rohde & Schwarz RTM3004

Tektronix MD0O3104

Tektronix MD04104C

Keysight Technologies DSOX3104T

Keysight Technologies MSOX4104A

Digital Channels

16 (with RTM-B1)

16 (with MDO3MSO)

16 (with MDO4MSO)

Bits 10 bits 8 bits 8 bits 8 bits 8 bits
Input Sensitivity 0.5mV 1mV imV 1mV 1mV
Max Sample Rate 5GSa/s 5GSa/s 5GSa/s 5GSa/s 5GSa/s
Memory Depth 40Mpts (400M with RTM-K15) 10Mpts 20Mpts 4Mpts 4Mpts
S Yes (with RTM-K15) No No Yes Yes
Wfm Update Rate 64000 (700000 with RTM-K15) 280000 340000 1000000 1000000
16 (with DSOXT3MSO) 16 (included)

Digital Frequency

400Mhz

250Mhz

500Mhz

?

?

Trigger Types

Edge, Width, Timeout, Video,
Pattern, Runt, Rise/Fall Time, Serial
Bus, External

Edge, Sequence, Pulse
Width, Timeout, Runt,
Logic, Setup and Hold,
Rise/Fall Time, Video,
Parallel

Edge, Sequence, Pulse Width,
Timeout, Runt, Logic, Setup
and Hold, Rise/Fall Time,
Video, Parallel

Zone, Edge, Edge then Edge, Pulse Width,

Runt, Setup and Hold, Rise/Fall Time, Nth

Edge Burst, Pattern, Or, Video, Enhanced
Video, Serial (various)

Zone, Edge, Edge then Edge, Pulse
Width, Runt, Setup and Hold, Rise/Fall
Time, Nth Edge Burst, Pattern, Or,
Video, Enhanced Video, Serial
(various)

Protocol Decoding

12C, SPI, UART, CAN, LIN,
125/U/R}/TDM Audio, MIL-STD-

12, SPI, UART, USB,
CAN, CAN FD, LIN,
FlexRay, MIL-STD-1553,

12C, SPI, UART, USB,
Ethernet, CAN, CAN FD, LIN,
FlexRay, MIL-STD-1553,

MIL-STD 1553, ARINC 429, 125, CAN, CAN-FD,
LIN, CSPI, UART, 12C, SPI, FlexRay,

MIL-STD 1553, ARINC 429, 125, CAN,
CAN-dbc, LIN, CSPI, UART, 12C, SPI,

A ARINC 429, y FlexRay, Manchester, NRZ, USB PD,
1553, ARINC 429 (optional) 125/L1/RJ/TOM Audio ARINC42?, IZS/.LI/RJ/TDM Manchester, NRZ, SENT, USB PD (optional) USB 2.0 (optional)
. Audio (optional)
(optional)
DC Gain Accuracy 1.5 to 3% 1.5to 3% 1.5to 3% 2% 2%
B >=29.5dB (>=40dB at >=29.5dB (>=40dB at

Channel Isolation >50dB <=100Mhz) <=100Mhz) >40dB >40dB

Screen Size 10.1" 9" 10.4" 8.5" 12.1"
Screen 1280x800 800x480 1024x768 800x480 800x600

Screen Type Capacitive Touch Non Touch Non Touch Capacitive Touch Capacitive Touch

Price (1Ghz, 4ch, no MDO)

~$14,755 (Newark)

~514,300 (Newark)

~$17,400 (Newark)

~$14,845 (Newark)

~$19,967 (Newark, inc MSQ)

Included Features

Digital Voltmeter, Frequency
Counter, Mask Testing, Annotation

Digital Voltmeter,
Spectrum Analyser

Digital Voltmeter, Frequency
Counter

Digital Voltmeter, Frequency Counter,
Annotation

Digital Voltmeter, Frequency Counter,
Annotation

Other "Optional" Features

Spectrum Analyser, Arbritary
Waveform Generator, Power
Analysis

Arbitrary Function
Generator, Extended
Spectrum Analyzer,
Power Measurements,
Mask Testing

Arbitrary Function Generator,
Spectrum Analyzer, Power
Measurements, Mask Testing

Arbitrary Waveform Generator, Voltmeter,
Mask Testing, Power Analysis, Frequency
Response, NFC testing, Enhanced Video/TV,
Offline Analysis, BenchVue, Vector Signal
Analysis, Benchlink Waveform Builder, User
Defined Application

Arbitrary Waveform Generator, Mask
Testing, Power Analysis, Frequency
Response, USB 2.0 Signal Quality
Testing, NFC testing, Enhanced
Video/TV, Offline Analysis, BenchVue,
Vector Signal Analysis, User Defined
Application
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The first step is to compare it with the offerings from Tektronix and Keysight Technologies, two very
recognisable names in the test equipment space.

The first thing to realise is that the RTM3004 trounces the others almost across the board - when it comes to
ADC resolution, the RTM3004 offers 10 bits versus the 8 bits of the competition, which should mean four-times
more vertical resolution. It also has the finer vertical scale of 0.5mV to make use of it. The 40Mpts default
memory of the RTM3004 also well surpasses the competition — Keysight offering just 4Mpts and Tektronix
offering 10Mpts and 20Mpts. The channel-to-channel isolation of anywhere from about >30dB for Tektronix to
>40dB for Keysight is also an area where the RTM3004 is noticeably ahead, which should mean cleaner signals
when dealing with multi-channel acquisitions. Even the screens of the competition don’t match the RTM3004
for clarity, offering anywhere between 800x480 to 1024x768 pixels, compared to the 1280x800 offered by the
RTM3004. In fact, on this point, the differences are so vast that I've even made a separate comparison towards
the end about screens.

Keysight’s instruments do offer segmenting by default and a higher waveform update rate of 1,000,000
waveforms/second which isn’t matched by the RTM3004 even with the added-cost RTM-K15 option. But
between a choice of 400Mpts versus 4Mpts, I'd rather take the deeper memory even if that meant reducing the
update rate to 700,000 waveforms/second. Tektronix’s MD04104C with MDO4MSO claims to have a digital
frequency up to 500Mhz, which is a little more than the 400Mhz offered by the RTM3004.

The RTM3004 falls behind when it comes to offering decode support for FlexRay, Manchester, NRZ, SENT,
USB PD and USB 2.0. The options list for the Keysight products also seem to offer some more versatility, e.g.
offline analysis and NFC testing.

As a result, | can conclude that the RTM3004 compares very favourably — the price seems quite competitive
with the lower-end options from the two while absolutely trouncing them in the majority of important
specifications on paper. When compared with the more expensive options from the other two, the RTM3004 still
looks rather competitive, even though the RTM3004’s options list is a little shorter.
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Rohde & Schwarz RTM3004

Teledyne LeCroy WaveSurfer 3104z

Teledyne LeCroy WaveSurfer 510

Teledyne LeCroy WaveSurfer 10/10M

Teledyne LeCroy WaveSurfer 104MXs-B

Bits 10 bits 8 bits. 8 bits. 8 bits 8 bit
Input Sensitivity 0.5mV 1mV 1mV 2mV 2mV
Max Sample Rate 5GSa/s 4GSa/s (interleaved) 10GSa/s 10GSa/s (interleaved) 10GSa/s (interleaved)

10Mpts (20Mpts interleaved, up to 32Mpts

Digital Frequency

Memory Depth 40Mpts (400M with RTM-K15) 10Mpts (20Mpts interleaved) 16Mpts (32Mpts interleaved) o —_ 16Mpts (32Mpts interleaved)
il Yes (with RTM-K15) Yes Yes Yes (10M) Yes
Wfm Update Rate 64000 (700000 with RTM-K15) 130000 1000000 ? ?
- - R 18 (with MS-250, M5-500) i i
Digital Channels 16 (with RTM-B1) 16 (with WS3K-MSO) 36 (with MS-500-36) 18 (with MS-250, MS-500) 18 (with MSO)
400Mhz 125Mhz 500/250Mhz 250Mhz (MS-250), 500Mhz (MS-500) 250Mhz

Trigger Types

Edge, Width, Timeout, Video,
Pattern, Runt, Rise/Fall Time, Serial
Bus, External

Edge, Width, Logic (Pattern), TV, Runt, Slew
Rate, Interval (Signal or Pattern), Dropout,

Qualified (State or Edge). External and Ext/5 -

Edge only.

Edge, Width, Glitch, Window, Pattern, TV, Runt,
Slew Rate, Interval, Dropout, Exclusion,
Qualified, Low-Speed Serial

Edge, Glitch, Width, Logic (Pattern), TV,

Runt, Slew Rate, Interval (Signal or Pattern),
Dropout, Qualified (State or Edge), Low-

Speed Serial

Edge, Glitch, Width, Logic (Pattern), TV, Runt,
Slew Rate, Interval (Signal or Pattern), Dropout,
Qualified (State or Edge)

Protocol Decoding

12C, SPI, UART, CAN, LIN,
125/U}/R1/TOM Audio, MIL-STD-
1553, ARINC 429 {optional)

125/U/RJ/TOM Audio, CAN, CAN FD, LIN, 12C,

SPI, UART, FlexRay (optional)

ARINC 429, 125/LJ/RI/TDM Audio, CAN, CAN FD,
D-PHY, RigRF 3G/v4, ENET, FlexRay, 12, SPI,
UART, LIN, Manchester, MDIO, MIL-STD-1553,
NRZ, SENT, SpaceWire, SPMI, USB 2.0, USB2-

ARINC 429, 125/LI/RI/TDM Audio, CAN, CAN

FD, D-PHY, RigRF 3G/v4, ENET, FlexRay, 12C,
SPI, UART, LIN, Manchester, MIL-STD-1553,
NRZ, SENT, USB 2.0, USB2-HSIC (optional)

ARINC 429, 125/LJ/R}/TDM Audio, CAN, LIN,
FlexRay, CAN TD, D-PHY, DigRF 3G/v4, ENET, 12C,
SPI, UART, Manchester, MIL-STD-1553, NRZ,
SENT, USB 2.0, USB2-HSIC (optional)

HSIC (optional)
DC Gain Accuracy 1.5t03% 2.50% 1% (typ) 1.50% 1.50%
Channel Isolation >50dB ? 40dB ? ?
Screen Size 10.1" 10.1" 12.1" 10.4" 104"
Screen Resolution 1280x800 1024x600 1280x800 800x600 800x600
Screen Type Capacitive Touch Capacitive Touch Touch Touch Touch
Price (1Ghz, 4ch, no MDO) ~814,755 (Newark) ~$10,300 (List) ~$12,900 (RRP) ~$12,900 (RRP) ~$17,200 (List)

Included Features

Digital Voltmeter, Frequency
Counter, Mask Testing, Annotation

Mask Test, Digital Voltmeter, LabNotebook

Mask Test, LabNotebook

Mask Test, LabNotebook

LabNotebook

Other "Optional" Features

Spectrum Analyser, Arbritary
Waveform Generator, Power
Analysis

WaveSource Function Generator, Power
Analysis, Digital VoIt Meter

Spectrum Analyzer, Power Analysis

Spectrum Analyzer, Power Analysis

Moving over to another rather major competitor, this time we compare the RTM3004 with Teledyne LeCroy’s
offerings — there are a lot of them. Generally speaking, the Teledyne LeCroy WaveSurfer offerings are all 8-bit
with either 1mV or 2mV per division input sensitivity, offering either 20Mpts to 32Mpts of memory — on these
parameters, the RTM3004 easily excels.

While LeCroy’s lowest-cost WaveSufer 3104z may appeal on price, its specifications seem rather compromised
with just 4GSa/s interleaved for 1Ghz bandwidth which is a little low for comfort, a DC gain accuracy of 2.5%, a
digital probe with just 125Mhz capability and a screen with 1024x600 resolution. When it comes to options, it is
pretty sparse.

This leaves the WaveSurfer 510 and 10/10M as lower cost contenders. From what I've been able to ascertain,
the 10/10M is nearly being phased out as the 510 offers better specs with the same price. The WaveSurfer
510 is actually quite interesting as it offers 10GSa/s sampling rate, a waveform update rate of 1,000,000
waveforms/second, 18-or-36 digital channels (depending on option) with a maximum frequency of 250/500Mhz
(depending on channels) and extensive protocol decoding options available. The screen offers the same
resolution at a larger 12.1” size. The DC gain accuracy of 1% may be a little optimistic, as it is a “typical” value.
In these areas, the WaveSufer 510 is preferable to the RTM3004.
By comparison, the 104MXs-B doesn’t appear competitive, as it has some of the limitations of the older
WaveSufer 10/10M and a higher list price to boot.
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As a result, I'd have to say that the WaveSufer 510 comes the closest to challenging the RTM3004. It has

a slightly lower RRP with a healthier list of options, especially when it comes to serial decoding, and offers a
higher sample rate, higher waveform update rate, more optional digital channels with higher frequency and
larger screen with equal resolution. However, the RTM3004 offers better vertical resolution of 10-bits, higher
vertical sensitivity, more memory, better channel-to-channel isolation and the ability to be upgraded for arbitrary
waveform generation/pattern generation. As a result, it's a bit of a draw — depending on whether you have a
preference for analog or digital.

Rohde & Schwarz RTM3004 Teledyne LeCroy HDO4104A Teledyne LeCroy HDO6104A Rigol DS6104
Bits 10 bits 12 bits (8.4 bits effective) 12 bits (8.4 bits effective) 8 bits
Input Sensitivity 0.5mV imVv 1imV 2mv
Max Sample Rate 5GSa/s 10GSa/s 10GSa/s 5GSa/s
25Mpts (50Mpts interl d all with -L opti 50Mpts (100Mpts with -L, 250Mpt
Memory Depth 40Mpts (400M with RTM-K15) B DI AR Tt CTom, AS LA pLs 140Mpts
else half) with -XL)
Segmenting Yes (with RTM-K15) Yes Yes Yes
Wfm Update Rate 64000 (700000 with RTM-K15) ? ? 180000
Digital Channels 16 (with RTM-B1) 16 (with -MS) 16 (with -MS) None
Digital Frequency 400Mhz 250Mhz 250Mhz N/A
Edge, Width, Glitch, Window, Pattern, Edae. Pulse
. . . Edge, Width, Glitch, Window, Pattern, TV, Runt,| TV, Runt, Slew Rate, Interval, Dropout, ee, oo
Edge, Width, Timeout, Video, . . X Slope, Video,
Tri T Patt Runt, Rise/Fall Ti Serial Slew Rate, Interval, Dropout, Exclusion, Exclusion, Measurement, Multi-Stage: Pattern UART.
rigger Types attern, Runt, Rise/rall Time, >erla Qualified (Timeout/State/Edge), Low-Speed Qualified (Timeout/State/Edge), ! '
Bus, External . . . 12C, SPI, CAN,
Serial Qualified First, Cascade (Sequence), use
TriggerScan, Low-Speed Serial
MIL-STD-1553, ARINC 429
ARINC 429, 125/L)/R)/TDM Audio, CAN, CAN FD, ’ '
12, SPI, UART, CAN, LIN D-PHY RigRF/3G//V£T ENET, uFI:)'(Rav 2, spi, | '2S/U/RI/TOM Audio, CAN, CAN FD, | Parallel (stc),
R ! Lo ! i ! e DigRF 3G/v4, D-PHY, 12C, SPI, UART, |UART, I12C, SPI
Protocol Decoding 125/U/RJ/TDM Audio, MIL-STD- | UART, LIN, MDIO, Manchester, MIL-STD-1553, EngT Flex/:ay LN r\:ﬂanc’hest’er NRé AN ‘F\ex’Rav,
1553, ARINC 429 ti | NRZ, SENT, SPMI, S Wire, USB 2.0, USB2- ! ! ! ! ’ !
' (optional) » SENT, SP, Spaceivire, ' SENT, SpaceWire, USB 2.0, USB2-HSIC |  (optional)
HSIC (optional) X
{optional)
DC Gain Accuracy 1.5t03% 0.50% 0.50% 2%
; 40dB (60dB for DC-200Mhz, 50dB for
Channel Isolation >50dB 40dB (60dB for DC-200Mhz) 200-500Mhz) >40dB
Screen Size 10.1" 12.1" 12.1" 10.1"
Screen Resolution 1280x800 1280x800 1280x800 800x480
Screen Type Capacitive Touch Touch Touch Non-Touch
Price (1Ghz, 4ch, no MDO) ~$14,755 (Newark) ~$18,200 (List) ~$19,900 (List) ~$10,243 (RRP)

Included Features

Digital Voltmeter, Frequency
Counter, Mask Testing, Annotation

Mask Test, LabNotebook

Mask Test, LabNotebook

Frequency
Counter

Other "Optional" Features

Spectrum Analyser, Arbritary
Waveform Generator, Power
Analysis

Electrical Telecom Mask Test, Spectrum
Analysis, Power Analysis

Digital Power Management, Device and
Switch-Mode Power Supply Analysis,
Vector LinQ, Electrical Telecom Mask

Test, DFP2 Digital Filter, Serial Data
Mask, Clock and Clock-Data Timing
litter Analysis, Advanced
Customization, EMC Pulse Parameter
Software
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LeCroy also offer their HDO series, which offer higher vertical resolution of 12-bits, 10GSa/s sample rates and
segmented memory with upgrades. The HDO4104A and HDO6104A both offer more flexibility with protocol
decodes, better DC gain accuracy and have a larger screen with equal resolution. However, even with their
memory upgrades available for the HDO, the RTM3004 offers a more total memory after being upgraded. The
RTM3004 offers better channel-to-channel isolation across the full bandwidth and has a higher working digital
probe frequency. Keeping in mind that the HDO series is significantly more expensive than the RTM3004, Rohde
& Schwarz’s offering is still very attractive.

Last, but not least, | look at Rigol’s offering. Unfortunately, Rigol has no MSO offering, thus their “best effort”
oscilloscope is being compared — the DS6104. In practically all points except price, sample rate, (default)
memory and waveform update rate, it is notably inferior to the RTM3004. If you're after an MSO, then that’s too
bad.

Screens: The Window into the Scope

While performing the comparison, | noted that there was a significant discrepancy in both size and resolution
of the screens of the candidate units. Seeing as the screen is primary form of interface for someone using
the unit interactively, having a good screen is of great importance. As a result, | compiled a table of sizes and
resolutions and computed the total number of pixels, screen area and pixels-per-inch (PPI) density of the
screen to better understand the relative sizes of screen and their sharpness.

For added fun, | threw in the screen specifications for my “entry-level” Rigol DS1102E two-channel 100Mhz
oscilloscope that I've been using from time to time for a laugh. Note that the values for this screen (5.7
320x240) are not included in the comparison in the commentary below.

Screen Size, Area, Pixel Density Comparison by Gough Lui

Size H w Px A(cm?) PPI RelPx (%) | RelA (%) | RelP (%)
5.7" 320 240 76800 100.61 70.18 7.50 34.01 46.96
8.5" 800 480 384000 | 205.64 109.76 37.50 69.52 73.44
9" 800 480 384000 | 230.55 103.66 37.50 77.94 69.36
10.1" 800 480 384000 | 290.35 92.37 37.50 98.16 61.81
10.1" 1024 600 614400 | 287.07 117.51 60.00 97.05 78.63
10.1" 1280 800 1024000 | 295.79 149.45 100.00 | 100.00 | 100.00
10.4" 800 600 480000 | 307.86 89.71 46.88 104.08 60.03
10.4" 1024 768 786432 | 334.95 123.08 76.80 113.24 82.36
12.1" 800 600 480000 | 416.73 77.1 46.88 140.89 51.59
12.1" 1280 800 1024000 | 424.53 124.75 100.00 | 143.52 83.47

By looking at the comparison, it’s clear that the 1280x800 resolution is the highest amongst the competitors,
offering the highest resolution images. Some of the competitors with 800x480 screens offer just 37.5% of
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the pixels! With a screen size of 10.1” on the RTM3004, it's not the largest screen of the set, but it offers
the sharpest display at ~150ppi which is equivalent to a number of tablet displays. For reference, an average
computer monitor has about 94-108ppi. The screen size of 10.1” offers around 30.5% more area than the
smallest of the crop (8.5”).

While a 12.1” 1280x800 screen may have been better, offering more area to use the controls and an equal
resolution, considering the positioning of the RTM3004 and its competitors, a 10.1” screen is still very much
better than expected.

Conclusion

It seems Rohde & Schwarz's RTM3004 is rather competitively placed in the market, being the lowest priced
1Ghz offering in Rohde & Schwarz’s catalog. Being offered at a price similar to the lower-end 1Ghz bandwidth
options from Tektronix and Keysight Technologies, it offers noticeably improved vertical resolution, input
sensitivity, memory depth, channel-to-channel isolation and screen resolution. As a result, the RTM3004 is a
sound choice if only by comparison.

The biggest threat, however, is probably the Teledyne LeCroy WaveSufer 510, which retails at a slightly

lower price and offers a higher sample rate, waveform update rate, the ability to do 18/36 channel digital
acquisitions at up to 250/500Mhz, a comprehensive suite of protocol decode options and a larger screen of
equal resolution. Where the RTM3004 strikes back is with better vertical resolution of 10-bits, higher vertical
sensitivity, more memory, better channel-to-channel isolation and the ability to be upgraded for arbitrary
waveform generation/pattern generation. Even then, it's practically a draw depending on what your needs are.

The RTM3004’s greatest weakness is probably its limited waveform update rate and lack of segmentation by
default and a limited library of protocol decoding options. The former can be ameliorated by the RTM-K15 option
which provides an industry-leading 400Mpts memory, segmentation and an improved 700,000 waveforms per
second update rate. The latter, however, may entail upgrading to a whole new oscilloscope depending on which
protocol you're interested in.

As a result, it makes sense to choose wisely when deciding on an instrument purchase, thinking about your
current needs as well as upgradeability to meet future needs, all within the budget you have available. While
paper specs are nice to look at, they don’t tell the whole story — for example, boot times, ease of use, interface
design, actual-application performance, limitations, etc. As a result, it pays to look at how the instrument

performs as a system as well.
* Gough-Scope-Market-Survey-Jull8.pdf 85.6 KB
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Gough Lui in response to John Wiltrout on page 9
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Jul 22, 2018 3:55 PM
Indeed. Been extremely busy as of late, but had to come back when e14 has got RoadTests like this on offer!

Hope you've been well in the interim

- Gough

r\t! John Wiltrout

Jul 22, 2018 3:43 PM
Excellent, Gough is back!

John
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